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Sight Glass

KOMETER

SG-10 Series 

Sight Glass 

• End Connection can be selected according to site conditions

• Observe the color tone of the fluid and the mixing state of bubbles through the transparent glass

• Wide range of fluids available with various material choices 



WWW.KOMETER.CO.KR

SG-10  Series

■ SG-101 General Specifications

Size 8A(1/4") ~ 50A(2")

Process Connection PT

Fluid Temperature Max. 150 ℃ (Option 200 ℃)

Max. Pressure Max. 10 kgf/㎠.G (Option 50 kgf/㎠.G)

■ STANDARD MATERIAL

■ STRUCTURAL DRAWING■ DIMENSIONS

Connection Size L (mm) H (mm)

8A 1/4B 70 55

10A 3/8 B 70 55

15A 1/2 B 80 60

20A 3/4 B 90 70

25A 1 B 100 92

32A 1-1/4 B 165 130

40A 1-1/2 B 165 130

50A 2 B 180 140

No. Description Material

1 Window HARD GLASS

2 Body SS400, 304SS, 316SS

3 Packing NBR, PTFE

4 Cover Aluminum
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Sight Glass

■ SG-102 General Specifications

Size 10A(3/8") ~ 200A(8")

Process Connection KS/JIS/ASME/DIN Std. Flange

Fluid Temperature Max. 150 ℃ (Option 200 ℃)

Max. Pressure Max. 10 kgf/㎠.G (Option 30 kgf/㎠.G)

■ STANDARD MATERIAL

■ STRUCTURAL DRAWING■ DIMENSIONS

No. Description Material

1 Window HARD GLASS

2 Body SS400, 304SS, 316SS

3 Bolt SS400, 304SS

4 Cover SS400, 304SS, 316SS

5 Flange SS400, 304SS, 316SS

Connection Size L (mm) H (mm)

10A 3/8 B 160 80

15A 1/2 B 160 80

20A 3/4 B 180 100

25A 1 B 180 102

32A 1-1/4 B 180 140

40A 1-1/2 B 180 140

50A 2 B 220 150

65A 2-1/2 B 270 200

80A 3 B 270 200

100A 4 B 320 228

125A 5 B 380 270

150A 6 B 420 300

200A 8 B 490 430
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SG-10  Series

■ SG-103 General Specifications

Size 10A(3/8") ~ 200A(8")

Process Connection KS/JIS/ASME/DIN Std. Flange

Fluid Temperature Max. 150 ℃ (Option 200 ℃)

Max. Pressure Max. 10 kgf/㎠.G (Option 30 kgf/㎠.G)

■ STANDARD MATERIAL

■ STRUCTURAL DRAWING■ DIMENSIONS

Connection Size L (mm) 

15A 1/2 B 150

20A 3/4 B 150

25A 1 B 180

32A 1-1/4 B 180

40A 1-1/2 B 180

50A 2 B 200

65A 2-1/2 B 200

80A 3 B 200

100A 4 B 230

125A 5 B 230

150A 6 B 240

200A 8 B 250

No. Description
Material

A B C

1 Flange SS400 304SS 316SS

2 Nut SS400 304SS

3 Tube HARD GLASS,  ACRYL

4 Packing NBR,  PTFE

5 Post SS400 304SS
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Sight Glass

KOMETER

SG-20 Series 

Sight Glass 

• End Connection can be selected according to site conditions

• Observe the color tone of the fluid and the mixing state of bubbles through the transparent glass

• Wide range of fluids available with various material choices 



WWW.KOMETER.CO.KR

SG-20  Series

■ SG-201 General Specifications

Size 15A(1/2") ~ 50A(2")

Process Connection KS/JIS/ASME/DIN Std. Flange

Range Ability 5 : 1

Fluid Temperature Max. 150 ℃ (Option 200 ℃)

Max. Pressure Max. 10 kgf/㎠.G (Option 50 kgf/㎠.G)

Accuracy ±5.0 % F.S

■ STANDARD MATERIAL

■ STRUCTURAL DRAWING

■ FLOW RANGES & DIMENSIONS

No. Description
Material

A B C

1 Body SS400 304SS 316SS

2 Packing NBR,  PTFE

3 Axis

304SS 316SS4 Spring

5 Flapper

6 Window HARD GLASS

S G - 2 0 □ - □ Specification

1 Screw

1 Bottom to Top

2 Top to Bottom

3 Left to Right

4 Right to Left

■ MODEL CODE

Connection Size
Flow range Length (mm)

Water (m3/h) Air (Nm3/h) Steam (kg/h) L H

8A 1/4B 0.1 – 0.5 30 – 60 50 – 100 70 55

10A 3/8 B 0.2 – 1 30 - 60 50 - 100 70 55

15A 1/2 B 0.4 – 2 30 – 60 50 – 100 80 60

20A 3/4 B 0.4 – 2 30 – 60 50 – 100 90 70

25A 1 B 1 – 5 60 – 150 50 – 200 100 92

32A 1-1/4 B 1 – 5 60 – 150 50 – 200 165 130

40A 1-1/2 B 2 – 10 80 – 300 100 – 400 165 130

50A 2 B 3 - 15 100 - 450 100 - 600 180 140
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Sight Glass

■ SG-202 General Specifications

Size 15A(1/2") ~ 300A(12")

Process Connection KS/JIS/ASME/DIN Std. Flange

Range Ability 5 : 1

Fluid Temperature Max. 150 ℃ (Option 200 ℃)

Max. Pressure Max. 15 kgf/㎠.G 

Accuracy ±5.0 % F.S

■ STANDARD MATERIAL

■ STRUCTURAL DRAWING

S G - 2 0 □ - □ Specification

2 Flange

1 Bottom to Top

2 Top to Bottom

3 Left to Right

4 Right to Left

■ MODEL CODE

No. Description
Material

A B C

1 Body SS400 304SS 316SS

2 Flapper

304SS 316SS3 Axis

4 Spring

5 Cover SS400, 304SS, 316SS

6 Window HARD GLASS

7 Bolt SS400 304SS
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SG-20  Series

■ FLOW RANGES & DIMENSIONS

Connection Size

Flow range

Max. Pressure
(kgf/cm2.G)

Length (mm)

Water (m3/h) Air (Nm3/h) H L

15A 1/2 B 0.4 – 2 30 – 60 15 35 150

20A 3/4 B 0.4 – 2 30 – 60 15 35 150

25A 1 B 1 – 5 60 – 150 15 55 220

32A 1-1/4 B 1 – 5 60 – 150 15 55 220

40A 1-1/2 B 2 – 10 80 – 300 10 60 220

50A 2 B 3 - 15 100 - 450 10 75 220

65A 2-1/2 B 6 – 30 300 – 900 10 98 260

80A 3 B 8 – 40 600 – 1200 10 98 300

100A 4 B 16 – 80 900 – 2000 10 130 330

125A 5 B 20 – 100 1000-3000 10 140 380

150A 6 B 30 – 150 1200-4500 8 200 480

200A 8 B 50 – 250 1500-9000 6 220 650

250A 10 B 80 – 400 3000-12000 5 240 680

300A 12 B 100 - 600 4500-15000 5 260 720
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Sight Glass

SG-30 Series
 S i g h t  g l a s s  f o r  E a s y  f l o w 
checking & Available anywhere

KOMETER

▶ Chemical and Other Process Industries

• Additives (e.g. Catalysts, Surfactants, Foam-

  inhibitors, Emulsifiers)

• Acids, Bases, Phosphates and Other Chlorides, 

  Sulfuric Acid Substances

• Condensate and Cooling Water

▶ Refinery & Gas Industry

• Nitrogen, Flue Gas, etc.

▶ Water Industry

• Spray Oxygen on the Aeration Basin

• Air injection to reduce iron content

▶ Shipbuilding and Ship

• Ballaster water

• Flow rate measurement section and indicator are 

  separated for easy flow rate observation 

• Needle indication type by magnetic coupling

  method

• Suitable for opaque liquids and sludge fluids

• Reed Swithch (Option)

■ APPLICATIONS■ FEATURE
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SG-30 Series

■ SG-30 Series General Specifications

Size 10A(3/8") ~ 300A(12")

Process Connection KS/JIS/ASME/DIN Std. Flange

Measure Fluid Gas, Liquid, Steam

Flow Ranges
Liquid - 0.4 ㎥/h ~ 600 ㎥/h

Air     - 30 N㎥/h ~ 15000 N㎥/h

Range Ability 5 : 1

Fluid Temperature Max. 80 ℃ (Option 200 ℃)

Max. Pressure Max. 15 kgf/㎠.G (Option 30 kgf/㎠.G)

Accuracy ±5.0 % F.S

■ STANDARD MATERIAL

S G - 3 0 □ - □ Specification

1 Indicator

2 Indicator & Contact 1p

1 Bottom to Top

2 Top to Bottom

3 Left to Right

4 Right to Left

■ MODEL CODE

No. Description
Material

A B C

1 Body
SS400 304SS 316SS

2 Flange

3 Gasket NBR, PTFE

4 Axis

304SS / 316SS5 Spring

6 Flapper

7 Ball bearing 401SS

8 Terminal Board ADC 12

9 Bolt / Nut SS400 304SS

- It is switched by the approach of a small permanent magnet

  that changes in accordance with the instructions for a Reed 

  switch fixed at the set flow rate. When the flow guidance is 

  at the setting instructions, the contact is turned on or off.

АА Power        � ��- AC 220 V 0.5 A

- AC 110 V 0.3 A

- DC 24 V 1.0 A

АА Type of contact   - Below Set Point On or Upper On.

АА On – Off            - 3 % of Full scale

АА Number of contact   - Upper limit, lower limit 1 contact

■ ELECTRIC CONTACT
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Sight Glass

■ STRUCTURAL DRAWING

SG-301 SG-302

■ FLOW RANGES & DIMENSIONS

Connection
Size

Flow range Length (mm)

Water
(m3/h)

Air
(Nm3/h) H D L

15A 1/2 B 0.4 – 2 30 - 60 116 135 220

20A 3/4 B 0.4 – 2 30 - 60 116 135 220

25A 1 B 1 – 5 60 - 150 128 135 220

32A 1-1/4 B 1 - 5 60 - 150 128 135 220

40A 1-1/2 B 2 – 10 80 - 300 136 135 220

50A 2 B 3 – 15 100 - 450 146 135 220

65A 2-1/2 B 6 – 30 300 - 900 158 135 260

80A 3 B 8 – 40 600 - 1200 182 196 300

100A 4 B 16 – 80 900 - 2000 252 196 330

125A 5 B 20 – 100 1000 - 3000 276 310 380

150A 6 B 30 – 150 1200 - 4500 372 310 480

200A 8 B 50 – 250 1500 - 9000 392 310 650

250A 10 B 80 – 400 3000 - 12000 422 310 680

300A 12 B 100 - 600 4500 - 15000 462 310 720
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Sight Glass

SG-40 Series
 S i g h t  g l a s s  f o r  E a s y  f l o w 
checking & Available anywhere

KOMETER

▶ Chemical and Other Process Industries

• Additives (e.g. Catalysts, Surfactants, Foam-

  inhibitors, Emulsifiers)

• Acids, Bases, Phosphates and Other Chlorides, 

  Sulfuric Acid Substances

• Condensate and Cooling Water

▶ Refinery & Gas Industry

• Nitrogen, Flue Gas, etc.

▶ Water Industry

• Spray Oxygen on the Aeration Basin

• Air injection to reduce iron content

▶ Shipbuilding and Ship

• Ballaster water

• No auxiliary relay required

• Wide range of flow rates

• Suitable for opaque liquids and sludge fluids

• Micro Swithch (Option)

■ APPLICATIONS■ FEATURE
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SG-40 Series

SG-403

■ SG-40 Series General Specifications

■ STANDARD MATERIAL■ MODEL CODE

■ MICRO SWITCH

Size 10A(3/8") ~ 100A(4")

Process Connection KS/JIS/ASME/DIN Std Flange or Screw

Measure Fluid Oil

Flow Ranges Max. 1000 L/min

Range Ability 5 : 1

Fluid Temperature Max. 80 ℃ (Option 200 ℃)

Max. Pressure Max. 10 kgf/㎠.G (Option 50 kgf/㎠.G)

Accuracy ±5.0 % F.S

S G - 4 0 □ - □ Specification

1 Indicator

2 Indicator & Contact 1p

3 Indicator & Contact 2p

1 Bottom to Top

2 Top to Bottom

3 Left to Right

4 Right to Left

No. Description
Material

A B C

1 Body SS400 304SS 316SS

2 Case

ALUMINUM3 Display Plate

4 Cover

5 Flapper 304SS 316SS

6 Bolt SS400 304SS

7 Spring 304SS 316SS

8 Flange SS400 304SS 316SS

SG-402

ЋЋ COM-COMMON 

ЋЋ N.C - NORMAL CLOSE 

ЋЋ N.O - NORMAL OPEN 

Power

5 A    - 1/6 HP - AC 125 V or 250 V

0.5 A    - DC 125 V

0.25 A  - DC 250 V
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Sight Glass

■ STRUCTURAL DRAWING

SG-401 SG-402

■ FLOW RANGES & DIMENSIONS

표준유량
(LPM)

Screw Flange

D L H D L H

0-30 PT3/8 80 100 10A 150 100

0-35 PT1/2 80 100 15A 150 100

0-50 PT3/4 90 110 20A 150 110

0-100 PT1 100 110 25A 160 110

0-150 PT1-1/4 120 120 32A 160 120

0-200 PT1-1/2 120 120 40A 160 120

0-300 - - - 50A 200 140

√√ Standard flow rate is for oil viscosity of 150 c.s.t.
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Sight Glass

SG-50 Series
 S i g h t  g l a s s  f o r  E a s y  f l o w 
checking & Available anywhere

KOMETER

▶ Chemical and Other Process Industries

• Additives (e.g. Catalysts, Surfactants, Foam-

  inhibitors, Emulsifiers)

• Acids, Bases, Phosphates and Other Chlorides, 

  Sulfuric Acid Substances

• Condensate and Cooling Water

▶ Refinery & Gas Industry

• Nitrogen, Flue Gas, etc.

▶ Water Industry

• Spray Oxygen on the Aeration Basin

• Air injection to reduce iron content

▶ Shipbuilding and Ship

• Ballaster water

• Flow rate measurement section and indicator are 

  separated for easy flow rate observation 

• Needle indication type by magnetic coupling

  method

• Suitable for opaque liquids and sludge fluids

• Micro Switch (Option)

■ APPLICATIONS■ FEATURE
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SG-50 Series

■ SG-50 Series General Specifications

■ STANDARD MATERIAL■ MODEL CODE

■ MICRO SWITCH

SG-502

ЋЋ COM-COMMON 

ЋЋ N.C - NORMAL CLOSE

ЋЋ N.O - NORMAL OPEN

Power : 

0.5 A    - 1/6 HP - AC 125 V or 250 V

5 A      - DC 30 V

0.5 A    - AC 125 V

0.25 A  - AC 250 V

Size 15A(1/2") ~ 300A(12")

Process Connection KS/JIS/ASME/DIN Std Flange or Screw

Measure Fluid Gas, Liquid, Steam

Flow Ranges

Liquid - 0.4 ㎥/h ~ 600 ㎥/h

Air     - 30 N㎥/h ~ 15,000 N㎥/h 

Steam - 50 kg/h ~ 4,500 kg/h

Range Ability 5 : 1 (Option 10 : 1)

Fluid Temperature Max. 80 ℃ (Option 200 ℃)

Max. Pressure Max. 10 kgf/㎠.G (Option 20 kgf/㎠.G)

Accuracy ±5.0 % F.S (Option ±3.0 % F.S)

S G - 5 0 □ - □ Specification

1 Indicator

2 Indicator & Contact 1p

1 Bottom to Top

2 Top to Bottom

3 Left to Right

4 Right to Left

No. Description
Material

A B C

1 Body
SS400 304SS 316SS

2 Flange

3 Gasket NBR, PTFE

4 Axis
304SS, 316SS

5 Flapper

6 indicator ALUMINUM

7 Cover ALUMINUM

8 Terminal Cover ALUMINUM
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Sight Glass

■ STRUCTURAL DRAWING

SG-501 SG-502

■ FLOW RANGES & DIMENSIONS

Connection
Size

Flow range Length(mm)

Water
(m3/h)

Air
(Nm3/h)

Steam
(kg/h) D L

15A 1/2 B 0.4 – 2 30 - 60 50 - 100 135 220

20A 3/4 B 0.4 – 2 30 - 60 50 - 100 135 220

25A 1 B 1 – 5 60 - 150 50 - 200 135 220

32A 1-1/4 B 1 - 5 60 - 150 50 - 200 135 220

40A 1-1/2 B 2 – 10 80 - 300 100 - 400 135 220

50A 2 B 3 – 15 100 - 450 100 - 600 135 220

65A 2-1/2 B 6 – 30 300 - 900 400 - 1200 135 260

80A 3 B 8 – 40 600 - 1200 500 - 2000 196 300

100A 4 B 16 – 80 900 - 2000 1000 - 3500 196 330

125A 5 B 20 – 100 1000 - 3000 1000 - 4500 310 380

150A 6 B 30 – 150 1200 - 4500 - 310 480

200A 8 B 50 – 250 1500 - 9000 - 310 650

250A 10 B 80 – 400 3000 - 12000 - 310 680

300A 12 B 100 - 600 4500 - 15000 - 310 720
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Sight Glass

SG-60 Series
 S i g h t  g l a s s  f o r  E a s y  f l o w 
checking & Available anywhere

KOMETER

▶ Chemical and Other Process Industries

• Additives (e.g. Catalysts, Surfactants, Foam-

  inhibitors, Emulsifiers)

• Acids, Bases, Phosphates and Other Chlorides, 

  Sulfuric Acid Substances

• Condensate and Cooling Water

▶ Refinery & Gas Industry

• Nitrogen, Flue Gas, etc.

▶ Water Industry

• Spray Oxygen on the Aeration Basin

• Air injection to reduce iron content

▶ Shipbuilding and Ship

• Ballaster water

• Flow rate measurement section and indicator are 

  separated for easy flow rate observation 

• Needle indication type by magnetic coupling

  method

• Suitable for opaque liquids and sludge fluids

• Instantaneous flow rate 4-20 mA output

• Can be controlled with a peripheral device such

  as a valve

■ APPLICATIONS■ FEATURE
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SG-60 Series

■ SG-60 Series General Specifications

■ WIRING■ MODEL CODE

■ STANDARD MATERIAL

Size 15A(1/2") ~ 300A(12")

Process Connection KS/JIS/ASME/DIN Std Flange or Screw

Measure Fluid Gas, Liquid, Steam

Flow Ranges
Liquid - 0.4 ㎥/h ~ 600 ㎥/h

Air     - 30 N㎥/h ~ 15,000 N㎥/h

Range Ability 5 : 1 (Option 10 : 1)

Fluid Temperature Max. 80 ℃ (Option 200 ℃)

Max. Pressure Max. 10 kgf/㎠.G (Option 20 kgf/㎠.G)

Power DC 24 V (2-Wire)

Output DC 4-20 mA

Accuracy ±5.0 % F.S (Option ±3.0 % F.S)

S G - 6 0 1 □ - □ Specification

S DC 4-20 mA

1 Bottom to Top

2 Top to Bottom

3 Left to Right

4 Right to Left

No. Description
Material

A B C

1 Body
SS400 304SS 316SS

2 Flange

3 Gasket NBR, PTFE

4 Axis
304SS, 316SS

5 Flapper

6 indicator ALUMINUM

7 Cover ALUMINUM

SG-601

DC 24V 2-Wire Loop current output
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Sight Glass

■ STRUCTURAL DRAWING

■ FLOW RANGES & DIMENSIONS

Connection
Size

Flow range Length(mm)

Water
(m3/h)

Air
(Nm3/h) D L

15A 1/2 B 0.4 – 2 30 - 60 125 220

20A 3/4 B 0.4 – 2 30 - 60 125 220

25A 1 B 1 – 5 60 - 150 125 220

32A 1-1/4 B 1 - 5 60 - 150 125 220

40A 1-1/2 B 2 – 10 80 - 300 125 220

50A 2 B 3 – 15 100 - 450 125 220

65A 2-1/2 B 6 – 30 300 - 900 125 260

80A 3 B 8 – 40 600 - 1200 - 300

100A 4 B 16 – 80 900 - 2000 - 330

125A 5 B 20 – 100 1000 - 3000 - 380

150A 6 B 30 – 150 1200 - 4500 - 480

200A 8 B 50 – 250 1500 - 9000 - 650

250A 10 B 80 – 400 3000 - 12000 - 680

300A 12 B 100 - 600 4500 - 15000 - 720
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Sight Glass

SPI Series
 Sight glass for Distributing 
flow rate & Useful everywhere

KOMETER

 SPI Series is a flow monitor dedicated to flow 

distribution and can be designed to distribute up 

to 10 lines.

 It can be applied to most fluids, and it is easy to 

monitor the flow rate by changing the ball up and 

down, and the flow of fluid through the needle 

valve can also be controlled. 

• One body can control multiple flows

• Flow rate is based on 0-6 L / min, 220 c.s.t, 2 

  kgf / cm2.G

■ SUMMARY■ FEATURE
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SPI Series

■ STRUCTURAL DRAWING

■ DIMENSIONS

Type
Length (mm) Con'n

A B C D E F G

SPI-1 70 50

41 50 86 136 PT 1/2

SPI-2 120 100

SPI-3 150 50

SPI-4 200 100

SPI-5 250 150

SPI-6 300 200

SPI-7 350 250

SPI-8 400 150 * 2

SPI-9 450 150 + 200

SPI-10 500 200 * 2

■ SPI Series General Specifications

Size
INLET    - PT 1/2" ~ PT 3/4"

OUTLET - PT 1/4" ~ PT 3/8"

Process Connection PT

Fluid Temperature Max. 80 ℃ 

Max. Pressure Max. 8 kgf/㎠.G 

S P I □ - □ Specification

1
~
10

Number of distribution pipes

■ MODEL CODE
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Sight Glass

SPT Series
 S i g h t  g l a s s  f o r  E a s y  f l o w 
checking & Available anywhere

KOMETER

 SPT Series  is a flow monitoring system using a 

transparent tapered tube designed to monitor the 

flow by detecting the change of the internal ball.

 Made of metal protective cover, it can withstand 

external shocks and is suitable for monitoring 

fluids such as water and oil. There is no restriction 

on direction, so it is convenient to use and 

optional valve can be added. 

• Structure without direction limitation

• Strong external shock due to metal exterior

■ SUMMARY■ FEATURE
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SPT Series

■ SPT Series General Specifications

Size 1/4" ~ 1"

Process Connection PT

Fluid Temperature Max. 80 ℃ 

Max. Pressure Max. 5 kgf/㎠.G 

■ STRUCTURAL DRAWING

■ FLOW RANGES & DIMENSIONS

S P T - □ Specification

N Standard

V Valve

■ MODEL CODE

Type
Length Flow range (L/min)

Con'n H W D B Oil Water

SPT20-2T PT 1/4 86 30 22 17 5 10

SPT30-3T PT 3/8 104 43 32 23 10 20

SPT30-4T PT 1/2 104 43 32 27 10 20

SPT35-6T PT 3/4 148 50 44 32 25 50

SPT45-8T PT 1 172 62 50 41 50 100

No. Description Material

1 Connector BSBM

2 Body ALUMINUM

3 O-ring NBR

4 Spring 304SS

5 Ball NYLON66

6 Taper tube P.C

■ STANDARD MATERIAL
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Sight Glass

SN Series
 S i g h t  g l a s s  f o r  E a s y  f l o w 
checking & Available anywhere

KOMETER

 SN Series  is suitable for checking small flow rate 

with the flow monitor designed by attaching high 

precision valve to SG-201.

 The flow rate can be controlled by the flow 

control needle valve, and the flapper is installed 

inside to measure the flow as well as the flow.

• Structure without direction limitation

• Can be used for high viscosity fluids

• Flow rate can be displayed

■ SUMMARY■ FEATURE
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SN Series

■ SN Series General Specifications

Size 1/4" ~ 1"

Process Connection PT (F)

Fluid Temperature Max. 120 ℃ 

Max. Pressure Max. 10 kgf/㎠.G 

Accuracy ±5.0 % F.S (Option ±3.0 % F.S)

■ STRUCTURAL DRAWING

■ FLOW RANGES & DIMENSIONS

S N - □ Specification

V Valve

■ MODEL CODE

■ STANDARD MATERIAL

Connector
Size

Length (mm)

Flow range (L/min)

A B H L

PT 1/4 70 38 53 120 1 - 8

PT 3/8 70 47 64 135 3 - 15

PT 1/2 80 62 116.5 160 5 - 24

PT 3/4 90 70 141.5 180 8 - 44

PT 1 100 80 174 200 10 - 70

No. Description

Material

A B C

1 Body FC25 304SS 316SS

2 Valve BSBM, 5C 304SS 316SS

√√ Install valve to prevent valve loosening due to vibration

√√ Install a protective cap to protect the valve from flying dust
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Sight Glass

SI Series
 S i g h t  g l a s s  f o r  E a s y  f l o w 
checking & Available anywhere

KOMETER

 SI Series  is an oil distribution flow monitor that 

can be designed to dispense up to 12 lines.

 Valve lock nut is added to prevent the valve from 

loosening due to vibration.

• Can be used for high viscosity fluids

• Not affected by vibration

■ SUMMARY■ FEATURE
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SI Series

■ SI Series General Specifications

Size 1/4" ~ 1"

Process Connection PT (F)

Fluid Temperature Max. 120 ℃ 

Max. Pressure Max. 10 kgf/㎠.G 

■ STRUCTURAL DRAWING■ FLOW RANGES & DIMENSIONS

S I - □ Specification

1
~
12

Refer to below format table

■ MODEL CODE

■ STANDARD MATERIAL

No. Description Material

1 Body FC25, ADC12

2 Valve BSBM, 5C

Type
Connector size Length (mm)

Flow range
L/min

X Y A B

SI-1 1/4

1/2

70
110

3SI-2 3/8

SI-3 1/2

SI-4 1/4

3/4

5

SI-5 3/8

SI-6 1-2

SI-7 3/4

SI-8 1/4

1

SI-9 3/8

SI-10 1/2

SI-11 3/4

SI-12 1 125 10
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