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Technical data

SS-5051 Type is installed in slots between stator 
windings, near hottest points to protect against 
overheating. Very flexible and excellent vibration 
resistance. Element Non-inductive wound in long strips.

Features

Bearing Surface Stator Winding 
Temperature Sensor

Bearing Surface Stator Winding Temperature Sensor

Stator Winding Temperature Sensor

Large Motors and generatorsApplication

Dimension

Model No Code

※Leadwires

Standard wires are tenon or kapton insulation. Other lead wire coverings are available on special order.

Standard 
symbols of 
sheath resistance 
temperature 
detector
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SS-5052 Type (RTD or Termocouple)proves for bearing 
protection temperautre. Small in size, good vibration 
resistance.

Features

Bearing Temperature Sensor

Pump's and Generator's bearing point Rechargeable 
battery's temperature detector.

Application

Model No Code

* Standard Type : SS-5053A PT 1008 3M3 
* General specifications are equal to SS-5051 Type

Copper, Stainless steel, Nickel, Aluminum, Ceramic, 
Others

Sheath
Material

Standard Type

Small Type, Vibration proof very fast reponsibility Reliable 
insulation(3KV /min)

Features

Surface Temperature Sensor

Surface of pipe, battery, liquid tankApplication

Standard Type

Model No Code
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